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Rapid Prototyping for Medical Applications 

 
Using high resolution techniques and appropriate materials we turn your 3D data into 
precise prototypes, small series or even end-use parts within a few days! 
 

 

 
 
Small high-precision parts; short turnover; prototypes for 
functional testing; conceptual models; microfluidic parts in 
transparent materials; biocompatibility with DSM XC11122; 
elastomeric parts with the appropriate hardness (2K 
technology, if necessary) and colour (RAL, NCS, Pantone) or 
even end-use parts in the requested alloy:  
The choice of the process depends on the geometry of the part, the number of parts required and 
the properties the material has to fulfill – our broad range of processes and materials available 
gives us a maximum of flexibility in adapting our technology to your needs.  

 

 

Solidscape wax print  
layer thickness: down to 
0.013 mm; wax patterns; 
100 % ash free burnout 

 Silicon rubber 
        mold 

Stereolithography    (SLA, Viper si2 ) 
layer thickness down to  0.025 mm, 
Epoxy resins, eg DSM XC11122, Accura 
25, 60, Xtreme, Accura Amethyst, … 
FDM (PC, ABS, PPSU) 

Your 3D data (STL, IGS, 
VDA, STP, X-T, SAT,…) 

Investment   
  Casting 
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